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EXISTING FINISHES:

Roof: Natural slate
External walls: Rubble sandstone with red sandstone quoins
Windows: Buff sandstone tracery with cast-iron leaded windows
Doors: Painted hardwood
Rainwater goods: Cast-iron round downpipes and half round 
gutters

EXTENSION FINISHES:

Roof: Natural slate (to match existing)
External walls: Re-used rubble sandstone (south elevation) 
smooth rendered walling (east and north elevation)
Windows: PPC aluminium framed windows
Doors: Painted hardwood
Rainwater goods: Cast-iron round downpipes and half round 
gutters
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bell tower

Reinstate lead covered 
timber framed flat roof

Replace bell rope

Insert new lightweight steel framed
mezzanine with glass balustrade

Replace bell and clapper

Insert new lightweight 
steel framed mezzanine 
with glass balustrade

New timber framed storage 
areas to be located below
mezzanine

Stained glass to be repaired 
and reinstated by specialist

Insert new lightweight steel framed
mezzanine with glass balustrade

Stained glass to be repaired 
and reinstated by specialist

Insulated concrete floor
with DPC

Reinstate stone flags and
timber flooring flush for 
level disabled access

Repair defective lath and plaster
wall with limewash finish 

Defective masonry and pointing
to be repaired by specialist

Reinstate four stone
pinnacles as existing

Cast iron lattice lights 
to be repaired and 
reinstated by specialist

Cast iron rainwater goods repaired
and reinstalled

Storm glazing to be installed to all
cast iron lattice lights

Reinstate four stone
pinnacles as existing

Reinstate four stone
pinnacles as existing

Reinstate four stone
pinnacles as existing

Repair defective 
timber louvres
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Repair defective
timber louvres

NOTES:

- All windows to be repaired and reinstated by specialist
- All defective masonry to be repaired by specialist 
- Protective storm glazing to be installed on all windows
- All defective lath and plaster walling to be repaired and finished with limewash
- All new rainwater goods to be cast iron to match existing

Public access to graves to be
available during construction phase

Repair defective 
timber louvres
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